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subject: - REOUEST FOR COMMENTS OF STAKEHOLpERS /OEM/FIRMS
oN DRAFT aRs & TDs OF "INTEGRATED COMMNUNICATION SYSTEM"
REGARDING.

The Draft QRs/TDs of "Integrated Communication System" are

attached as Appendix 'A'. The OIIMs/Vendors are requested to forward

information of the product, which they can offer and also forward correct

specifications of their product against each parameter. Only complied or not

complied remarks will not be accepl-ed. The firms are also requested to furnish

the following details: -

o Whether you are an OIIM or a Vendor?
o If vendor, det-ails of OIi)M.
o Authorization certificate from OItlM.

2. Thc required information/dctails may pleasc be forwarded at the

following adclresses by 12- July'2O25.

Commlrnication Directorate, CRPF''

Itast l3lock-7 , Scc- l, It.K. I,)uram, New Dclhi- t 10066)

Ilmail : com ncell@)crpf.gev. in

An carly rcsponsc is rcqucstcd.
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",JT;i1J;*"n,)Communication & IT Branch
Directorate General, CRPF

3



Draft QRs and TDs of lnteqrated Communication Svstem (lCS)

Parameters Trial DirectivesS.No

(i)

(ii)

General

(i)

The system should be an lP based server gateway architecture with one
central command center and should be fully supported across lP network
by simple addition of gateways. The interfaced radios should be able to
make calls across the lP network through the gateway devices.

The radio line interoperability system should interface with any
combination of 2 way radio (HF, VHF and UHF) cellular/ landline/
SATCOM telephone while allowing multiple simultaneous two-way
conversation or conference calls between the above. The system should
include built in voice prompts to guide users in the operation of the
intercon necting system.

Should be capable of integrating at least 6 different radio nets with
cellular/ landline/ SATCOM using operator console with GUI features, 04
or more FXO/ FXS ports for interoperability with radio sets, E1 on optical
and Ethernet ports.

BOOs will check the function
practically

The BOOs will carry out
physical check as well as the
functional test.

The BOOs will carry out
physical check as well as the
functional test of all the
parameters one by one. ln
case of any discrepancies/
problem, the rep of firm wil!
demonstrate the features to
the BOOs

The BOOs will carry out
physica! check as well as the
functional test of the all the
parameters one by one. In
case of any discrepancies/
problem the rep of firm wall

demonstrate the features to
the BOOs

The console operator system should be equipped with active noise
cancellation head phone system.

(iv)

2 Operational Req u irement

( iii)

(i)

(iv)

(v)

(vii)
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(vi)

The rnteroperabrlity system should be capable of the following:-

lnterfacing the various 2-way radio sets in HF, VHF and UHF band in use.

The interoperability solution should be capable of interfacing with almost
any type of radio set through a multitude of specifically designed interface
cable/ connectors.

The interoperability solution should also be capable of cross connecting
any or all of the interfaced radios interfacing with any type of radio to a
public telephone network (PSTN), to private access to branch exchanges
(PABX), to SATCOM terminals and to cellular (GSM) circuits.

It should cross-connect an encrypted radro network together seamlessly

lnteroperability solution should be capable of interconnecting multiple
communication systems on single chassis.

Should have PRI/E1 or PRI/TI interface for interconnecting gateway
devices.

The inbuilt CPU should have hot standby and swapping for both central
and remote gateways.

Performa nce req u i rement

BOOs will carry out physical
check as well as the functional
test of the mentioned
parameter. ln case of any
discrepancies/ problem, the
representative of firm will
demonstrate the features to
the BOO

The system should not add any type of noise in voice communication over
radios. This should be done by mandatory noise filtering circuits.

Audio level should be field adjustable. User should be able to increase or

BOOs wall carry out physical
check as well as the functional
test of the mentioned
parameter. ln case of any( ir)

(iii)

( ii)


